


Integrated Security Functionality: ISV Add-On Software Modules

miISA Deployment: Unified Security Delivery Infrastructure

One Firewall Appliance Platform Fits All Business Security Needs. Purpose-
built,robust, multi-purpose standalone security and content caching solution

for small offices to large enterprise deployments, provides single sign-on and
seamless Active Directory Service Integration. Support large number of 3rd party ISV
add-on security software modules

Anywhere VPN Remote Access Appliance: Securely extend access to partners,
customers, consultants and remote employees to applications, documents, and data
from any PC or device from outside the corporate network.

Secure Web Application Publishing Appliance. Securely publish Exchange, OWA,
SharePoint or any web application for remote access.

Site-to-Site VPN Connectivity Appliance. Easy corporate network expansion,
integrate departments and regional offices of all sizes at multiple locations.

+ Web Content Filtering Appliance. mployee access control and protection

mISA series appliances are pre-loaded with a number of additional industry leading and useful security software modules. Below is a list of the once which are pre-installed,
pre-configured and included in the purchase price, and many other optional-packages which are tested, pre-load and made available as an install options for your convince.
Customers can choose needed optional-packages for installation manually and purchase a software license(*) for activation.

All security software application packages run on a hardened operating system, securely managed and updated via ONEface, the nAppliance Web Services interface.

Web Content Filters:
It enables IT administrators to control employee Internet usage with a flexible, scal-
able and high performance solution to your Internet Content Filtering needs. The
URL Category List and Adaptive Reasoning Technology, together with advanced
monitoring and reporting, lets you analyze and understand your company’s Internet
usage. A powerful policy engine enables you to manage your Internet access to
enhance productivity, maximize resources and reduce risks.

+ Websense — Enterprise (¥)

+ Secure Computing — Webwasher Suite  (¥)

+ Secure Computing - SmartFilter (*)

* Burstek - bt-WebFilter ()

+ GFI - WebMonitor (*)

+ SurfControl -Security Suite ()

+ Collective Software - ClearTunnel ()

Mail-Filter: Anti-Virus, Anti-Spam
Mail-Filter modules for Microsoft ISA Server are tightly integrated solution that pro-
tects all incoming SMTP, HTTP and FTP traffic on the local network. The application
offers protection not only from viruses and spam, but also from potentially harmful
programs. We bundle a wide range of pre-packaged modules which provides high-
est detection rates of malicious programs and spam.

+ Kaspersky® - Anti-Virus ()

+ SecurityShield by McAfee (*)

+ Secure Computing — Webwasher Enterprise Security Suite  (¥)

¢ GFI - MailSecurity  (*)

¢ Avira - AntiVir (*)

Bandwidth (QoS) Management: FaireShare by Deterministic Networks (**)
FairShare is a full-featured bandwidth manager which provides unbeatable combina-
tion of bandwidth management, acceleration and access control. It allows you to
control the mix traffic which leaves or enters your corporate networks and remote
sites. You can limit and guarantee bandwidth, give priority, provide minimum latency,
mark for DiffServ and 802.1p, and apply other policies to users, groups of users,
applications, and destinations. Policies can be set by time of day or network load
levels.

NAC-End Point Quarantine: VPN-Q By Winfrasoft (Included, 5-Lic)

Winfrasoft VPN-Q 2008 - VPN-Q 2006 is the premier VPN Quarantine and VPN
Compliance solution for deploying and managing quarantine services within
Microsoft ISA Server to provide endpoint security checking for VPN connections
over PPTP, L2TP/IPSec, and IPSec Tunnel Mode protocols. No scripting or coding is
required, it creates a complete client & server solution for secure remote access with
client side compliance checking and can be deployed in minutes!

Authentication: Multi-Factor
Web servers, internet applications and computer networks must be secured against
unauthorized access. Secret passwords are still widely used for authentication pur-
poses but conventional passwords represent a dangerous security hazard. servers)
simultaneously.

+ RSA-SecurelD (¥

+ KOBIL - SecOVID (*)

Other Network Services
+ X-Forwarded-For ISA Server By Winfrasoft (*)
+ Print - Terminal Service Print Manager by Thinprint (*)

(*)License sold seperately, (**)Ship Q208
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N Applionce

application profection & acceleration

ateway "mISA" Business Series
Integrated Forefront Edge Security Appliances

Product Specifications

Models: mISA (Product Specifications) 1100W 2200S 3200S
Deployment Type (Business)* Small Small, Medium Medium Medium, Large Large Very Large
ended Connected PC 200 500 2,000 3,000 4,000
Recommended Corporate Users (Websense Web-Filtering) 1000 1000 5,000 10,000 15,000 20,000
TMG Optimized Hardware Platform ** No Yes Yes Yes Yes Yes
Firewall - Throughput (mbps) Max 1800 1800 2000 2400 2400 2600
HTTP - Throughput (mbps) Max 120 120 150 200 200 240
VPN - Throughput (mbps) Max 100 100 160 200 200 200
Scalability: Microsoft Network Load Balancer (NLB) Cluster No No No No No No
High-Availability: Active/Active Failover (NLB) Cluster No No No No No No
Network Ports: LAN PCle (RJ45) 4-GbE (Rear) 4-GbE (Rear) 6-GbE (Rear, front-optional) 6-GbE (Rear) 6-GbE (Rear) 8-GbE (Rear)
Network Port: Lights Out Management, IPMI (RJa5) Optional, Shared Optional, Shared Optional, Shared Yes, Dedicated Yes, Dedicated Yes, Dedicated
Hardware Crypto Accelerator CPU-Off-Loac No, Software Only No, Software Only Yes, 64-bit PCI-X Yes, 64-bit PCle Yes, 64-bit PCle Yes, 64-bit PCI-X

TPS/Throughput: SSL or IPSec Rating

CPU-Qty / Core Type
CPU Cores
CPUFSB/ Lz-l;ache
Memory-RAM

ard Disk: System OS
Disk- Qty / Type **
Disk-Mirror Hardware RAID
Flash Disk: Recovery OS
FFRS: Flash based Field Recovery System
ROM Drive-DVD / CD Built-In
LCD Interface w/6-Keypad

Power Supply Module
Power: Univeral 110-120V
Ports (USB / RS232/ VGA)

Form-Factc
Dlmenslons (Hx W x Dy-inch

LCD based Appliance Configuration Manager

ONEface: Web based Appliance Manager
Web-Based Appliance Setup and Management
Automatic Software Updates (from nAppliance)

FFRS: Flash Based Field Recovery System (CLI)
Recovery Bare-Metal: Restore to Factory Default Image
Recovery Bare-Metal: DVD Bootable Media Included
Backup Image: Local and Network based Options
Restore Image: To any Last Good Known State

(1) Intel Pentium Dual Gore
2

800Mhz / 4MB
2 GB DDR2 ECC

(1)3.5" Intemal
80 GB, SATA2
No

Yes
No
No

Single
260 Watts.
27111

1U 2-Post
1.75x17 x 14

(1) Intel Pentium Dual Gore
2

800Mhz / 4MB
4 GB DDR2 ECC (earlier models w/2GB)

(2)3.5" Intemal
250 GB, SATA2 (earlier model w/80GB)
Yes, RAID-1

Yes
No

Yes, Graphical
Single

260 Watts.
27111

1U 2-Post
1.75x17 x 14

LOM: Lights-Out Remote Appliance Management (It provides BIOS-Level KVM Access over Web even when Appliance is powered-off)

IPMI based Out of Band Management
Lights-Out-Manager: Client-Based, CLI
Lights-Out-Manager: Web Based
Centralized Multi-Appliance Management Option
ONEface based Health Monitoring, SNMP Traps

ISA Configuration Management
Centralized Multi-ISA Management Console (CSS)

Operational Management
Automatic Software Updates (from Microsoft)
MOM: Microsoft Operation Manager

Appliance System Software:
Hardened Microsoft Embedded Operating System

Microsoft Security Suite
ISA: Internet Security & Acceleration Server 2006

Microsoft License: User / CAL Required
Commerical 3rd Party Applications Support

Standard: Express Replacement, 30 Days

Standard: Help Desk Support, 30 Days

Standard: Hardware Depot Repar - 1 Year

Upgrade: Hardware Express Replacement - Multi-Year
Upgrade: Help Desk Support - Multi-Year

Optional, IPMI over LAN
Yes

No
Yes
Yes

No, Only Local

Windows Server 2003

Standard-Workgroup Edition

No

Optional
Optional

Optional, IPMI over LAN
Yes

No
Yes
Yes

No, Only Local

Windows Server 2003

Standard-Workgroup Edition

No

Optional
Optional

7,000 / 1Gbps max
(1) Intel Core2 Duo
2

800Mhz / 4MB
4GB DDR2 ECC (earlier models w/2GB)

(2)3.5" Intemal
500 GB, SATA2 (earlier model w/80GB)
Yes, RAID-1

Yes

No

Yes, Graphical

Single

260 Watts

2/1/1

1U 2-Post
175x17x14

Windows Server 2003

Standard-Workgroup Edition

Ye
Optional
Optional

17,000 / 2.5Gbps(max)
(1) Xeon Quad Core (Conroe)
4

1066Mnz / 8MB
6 GB DDR2 ECC (earlier models w/4GB)

(@) Hotswap, Fr

500 GE SATA2 (eamer model w/250GB)
Yes, RAID-1

Yes

Yes

Yes, Graphical

Single

560 Watts

2/1/1

1U Rackmount 4-Post
175x17 x25

Windows Server 2003

Standard Edition

Ye
Optional
Optional

17,000/ 2.5Gbps (max)
(1) Xeon Quad Core (Conroe)
4

1066Mnz / 8MB
8GB DDR2 ECC (earlier models w/4GB)

(2) 35" Hotswap, Fi

300 GB, SAS, 15K (eamermodel WI73GB)
Yes, RAID-1

Yes

Yes

Yes, Graphical

Dual, Hotswap

2 x 450 Watts

2/1/1

1U Rackmount 4-Post
175x17 x25

Windows Server 2003

Standard Edition

No

Ye
Optional
Optional

11,000/ 2.5Gbps (max)
(2) Xeon Quad Core (Cloverton)
8

1066Mhz / 8MB ea
12 GB DIMM ECC (earlier models w/4GB)

(2)3.5" Hotswap,
300 GB, SAS, |5K (eamer model w/73GB)
Yes, RAID-1

Yes

Yes

Yes, Graphical

Dual, Hotswap

2x650 Wats

27111

1U Rackmount 4-Post
1.75 %17 x25

Windows Server 2003

Standard Edition (2-CPU Lic)

No

Optional
Optional

mISA: Standard Edition

* Performance Guidelines Only, Actual performance may vary depending upon networkking and application environment.
** (09/21/2009), TMG Enhanced platforms includes additional RAM and larger size hard disks. Models 2100 and above,

requires TMG upgrade w/Windows 2008R2 support to utilize memory size larger than 4GB.
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